HD6845R/HD6845S

CRT Controller (crTC)

The CRTC is a LSI controller which is designed to provide
an interface for microcomputers to raster scan type CRT displays.
The CRTC belongs to the HD6800 LSI Family and has full
compatibility with MPU in both data lines and control lines. Its
primary function is to generate timing signal which is necessary
for raster scan type CRT display according to the specification
programmed by MPU. The CRTC is also designed as a program-
mable controller, so applicable to wide-range CRT display from
small low-functioning character display up to raster type full
graphic display as well as large high-functioning limited graphic
display.

B FEATURES

e Number of Displayed Characters on the Screen, Vertical
Dot Format of One Character, Horizonta! and Vertical Sync
Signal, Display Timing Signal are Programmable

3.7 MHz High Speed Display Operation (HD68455}

HD6845SP, HD6BA45SP, HDE8B4SSP
HD6845RP, HD68A45RP, HD68B45RP

(DP-40)

= PIN ARRANGEMENT

L]
¢ 3.0 MHz High Speed Display Operation (HD6845R) vss [ [40] vSYNC
* Line Buffer-less Refreshing AES (2] 3] HSYNGC
e 14-bit Refresh Memory Address Output (16k Words max. LPSTE % %RA:
Access) Mag [4 B7] Ra.
s Programmable Interface/Non-interface Scan Mode xi‘ % %2’:
+  Built-in Cursor Control Function ¥ Az 5 il
e Programmable Cursor Height and its Blink A [2] 30,
e Built-in Light Pen Detection Function MAs [g] besdss 32) o-
¢ Paging and Scrolling Capability Mg [10] HDB8B45R 1o,
s TTL Compatible ma; {1] 130] Dy
« Single + 5V Power Supply MAg % %Da
Mag (13 28] D¢
Mayg [14] 7] 0
» SYSTEM BLOCK DIAGRAM MA, s [15] 26] D~
Ma; 18] 28] &5
Adgress Bus MAy3 E ERS
MPUY ! g‘;‘::us DISPTMG [18] =3
Dg-D7 cupisp [1g] l22] W
IRQ m:?;l mex ] er vee B 1] cLx
| | (Top View}
0SC |4 Dot &K HOs845 Si'n’fii“,
Courter] ]} cRTC T = ORDERING INFORMATION
RAg~ AT DI
R CRTC Bus Timing ¢ Tigi':g'ay
T aracler P
L Geneer } HD6845S 1.0 MHz
oo, HD68A45S 1.5 MHz 3.7 MHz max.
— HD68B45S 2.0 MHz
{SL?S;T:G Saal[0 O HD6845R 1.0 MHz
veue Lo HD&8A45R 1.5 MHz 3.0 MHz max.
LPSTB Lo Q Pen HD68B45R 2.0 MHz
Contro!
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HD6845R/HD6845S

8 ABSOLUTE MAXIMUM RATINGS

Item Symbol Value Unit
Supply Voltage Vee * -0.3~ +7.0 v
Input Voltage Via " ~0.3~+7.0 v
Operating Temperature Topr -20~+75 °C
Storage Temperature Teg - 55~ +150 °c

*  With respect to Vgg (SYSTEM GND)

[NOTE] Permanent LS| damage may occur if maximum retings are exceeded. Normal operation should be under recommendea operating
conditions. |f these conditions are exceeded, it could affect reliability of LSI.

® RECOMMENDED OPERATING CONDITIONS

Item Symbol min typ max Unit
Supply Voltage Vee* 4.75 5.0 5.25 Vv
Inout Voltsse Vit ~-0.3 - 0.8 Y
nput Voltag Vi 70 — Veo v
Operating Temperature Toor -20 25 75 °c
*  With respect to Vgg {SYSTEM GND)
® ELECTRICAL CHARACTERISTICS
® DC CHARACTERISTICS (Vog =5V £ 5%, Vgg =0V, Ta = -20~+75°C, unless otherwise noted.)
ltem Symbol Test Condition min typ* max Unit
Input “High'’ Voltage Vin 2.0 - Vcc \'
Input “Low” Voltage Vi -0.3 - 0.8 v
input Leakage Current lin Vin =0~ 5.25V (Except Dy~D4) -25 - 25 HA
Three-State input Current Vinp = 0.4~ 24V
(off-state) rsi Vee = 5.25V (Dy~ D) 10 10 KA
1 = -205 uA (Do~ D
Output “‘High’ Voltage Vou LOAD KA (Do~ D) 24 - - \'
lLoap = - 100 A (Other Outputs)
Output “Low” Voltage Voo lLoap = 1.6 mA - - 04 \4
| ca Vin =2°C Do ~ D4 - - 125 pF
nput Capacitance Cin Ta=2
f=1.0 MHz Other Inputs - - 10.0 pF
Output Capacitance Cout Vin =0V, Ta=26C, = 1.0 MHz - - 10.0 pf
Power Dissipation Pp - 600 1000 mW

* Ta=25°C, Vec = 5.0V
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HD6845R/HD68455

HD6846R/HD6845S
+ AC Characteristics
(Voo = 5V = 5%, T, = -20 ~ +75°C, unless otherwise noted.)
1. TIMING OF CRTC SIGNAL
Tost HD8845R HD6845S
. " : Unit
No em Symbol Conditicn min | typ | max | min | typ | max n
1 | Clock Cycie Time teyec 330 — - 270 — — ns
2 | Clock “High” Pulse Width PWey 150 — — 130 — — ns
3 | Clock “Low" Pulse Width PW¢, . 150 | — — 130 | — — ns
ig. 1
4 | Rise and Fall Time for Clock Input Teo tos g — - 15 - — 20 ns
5 | Horizontal Sync Delay Time tuso - —_ 250 — — 200 ns
6 | Light Pen Strobe Pulse Width PW_pn 80 — — 60 — — ns
, | Light Pen Strobe tLeo1 Fig. 2 i 80 | — | — 70 | ns
Uncertain Time of Acceptance t po2 ‘ —_ —_ 10 —_ - 0 ns
Memory Address Delay Time tywao - - 160 — — 160 ns
Raster Address Delay Time taap — - 160 — — 160 ns
10 | DISPTMG Delay Time toto Fig. 1 — — 250 — — 250 ns
11 | CUDISP Delay Time teop — — 250 — — 250 ns
12 | Vertical Sync Delay Time tvso - - 250 : — — 250 | ns
2. MPU READ TIMING
T i R R
It Symbol est = 2 Uni
em ym Condition min typ | max | min typ | max | min typ | max mt
Enable Cycle Time teyeE 1.0 - — |0666 | - - 0.5 — - HS
Enable “High'* Pulse Width PWey 045 | - — 10.28 - - {022 ] - - s
Enable “Low’* Pulse Width PWe 0.40 - - 10.28 - — 0.21 - - us
Enable Rise and Fall Time ter, tes - - 25 - - 25 - — 25 ns
Address Set Up Time tas Fig. 3 140 | - - 140 | — - 0 - - ns
Data Delay Time toor - - 320 -] = 220 - - 180 ns
Data Hold Time ty 10 - - 10 - - 10 - - ns
Address Hold Time tAH 10 - - 10| - - 10| - - ns
Data Access Time tace - - 460 -t - 360 I - - 250 ns
3. MPU WRITE TIMING
HDB845R HD68A45R HD68B45R
ltem Symbol Test HD68455 HDB8A45S HDEBBA45S Unit
Condition min typ | max | min typ | max | min typ | max
Enable Cycle Time teyek 1.0 - — 0666 | - - 056 | - - us
Enable “"High’* Puise Width PWeyn 045 | - - |0.28 - - o2} - - us
Enable ““Low’’ Pulse Width PWEg 0.40 - - |0.28 - - 0.21 | - - us
Enable Rise and Fall Time te,, tes Fiu 4 - - 25 - - 25 - — 25 ns
19.
Address Set Up Time tas ¢ 140 - - 140 | — - 70 - - ns
Data Set Up Time tosw 195 | - - 80| - - 60 | — - ns
Data Hold Time tH 10 - — 10 - - 10 - ns
Address Hold Time tan 10 - - 10 - - 10 - - ns
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HD6845R/HD6845S

tcvc:C
-
2.0V 20V PWC L /
0.8v K—o_av 7—0.8V (O.BV
CLK .-—-7 PWCH
tee tet
4 2.4v
/ 0.4V
MA,~MA,,
Il
tMaD tmap
Y 2av
/ 0.4v
RA,~RA,
trRAD tRaD
2.4V
0.4V
DISPTMG
toTo tpro
2.4V
04V
CUDISP
1
tepD cDD
Y 2.4v
/ 0.4v
HSYNC
VSYNC
tHSD :HSD
tysp vsD
20V 2.0V
PW py
LPSTB !

This Figure shows the reiation in time between
CLK signal and each output signals. Cutput
sequence is shown in Figs, 10~15.

Figure 1 Time Chart of the CRTC
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HD6845R/HD6845S

t.rPD2 b — . 1.PD1

0.8v 0.8V

-
MAn"'MAuX M M+ 1 x M+ 2 x x

4

o

LPSTE

)

‘/

LPSTB

When LPSTB rises in this period.
Refresh Memory Address "M+2“)
is set into the light pen registers.

t pp1. 1Lpp2 | LPSTB'suncertain time of acceptance.

Figure 2 LPSTB Input Timing & Refresh Memory Address that is set into the light pen registers.

tcvcE
""—-PWEH——J
e tas = |
2.0V 20V \ PW
EL
7 o8V —— 0.8V 0.8V
E ey \
™ e tE¢
1D DR =
cs
L 20V 20V
_ (OBV 0.8V
R/W, RS
FetaH
r"_—‘ACC—"- thi

24V 24V
D,~D, l

0 .4VX 0.4V

Figure 3 Read Sequence
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HD6845R/HD6845S

Lovee
L-—-—PWE =
f=—tas
20v 20V PWE
1 0.8V 08V 0.8V
E
tEr—o» [u— e [—1E¢
— tosw
Cs_* L
R/W 2.0v 20v
RS {Address
Register)
0.8V 0.8v
RS N
{Control Registers} b U A 14
—e{tyy
LZ.OV 20V
0,~D,
(0.8\/ o.8v
Figure 4 Write Sequence
5.0V
Test Point C = 130pF (D,~D,)
= 30pF {(Output signsls except O, ~0,}
R = 1ika (D,~D,}
= 24k (Output signals except D, ~D,}

D, ~D, are 1520748 or equivatent,

Figure 5 Test Loads

8 SYSTEM DESCRIPTION

The CRTC is a LSI which is connected with MPU and CRT
display device to control CRT display. The CRTC consists of
internal register group, horizontal and vertical timing circuits,
linear address generator, cursor control circuit, and light pen
detection circuit. Horizontal and vertical timing circuit generate
RA,~RA4, DISPTMG, HSYNC, and VSYNC. RA,~RA, are
raster address signals and used as input signals for Character
Generator, DISPTMG, HSYNC, and VSYNC signals are received
by video control circuit. This horizontal and vertical timing
circuit consists of internal counter and comparator circuit.

Linear address generator generates refresh memory address MA,
~MA,; to be used for refreshing the screen. By these address
signals, refresh memory is accessed periodically. As 14 refresh
memory address signals are prepared, 16k words max are
accessible. Moreover, the use of start address register enables
paging and scrolling. Light pen detection circuit detects light
pen position on the screen. When light pen strobe signal is
received, light pen register memorizes linear address generated
by linear address generator in order to memorize where light
pen is on the screen. Cursor control circuit controls the position
of cursor, its height, and its blink.
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HD6845R/HD6845S

Vee Vss RES

- D,~D.
E CS RS "

R/W
1 L 1

. |
r P v

Address Register

& R/W Control

CLK Character Counter Horizontal Displayed
cK {12561 CMP R Register
MR t————l (9] |
! A — Horizontal Total ‘
e
4 RO cmp K cMP RO | Qeauster ch i
HMAX i
A Horizontal Sync :
CMP_ IS R2 Position Register !
_] ;
I T 9 & o —++ HSYNC
T e e i ] LT
t RQ, ~ ! 772
RQ
I Raster CounzerL_ﬂ -~ R9 | Maximum Raster
CcK (=32} (' Address Register
MR -
Line Counter A Vertical Displayed
cK (128 l’VT = CMP I R Register .
! MR . S
| slil=
: CMP L R,{[Verhcal Tota! k__
; VTOTAL Control Register —
| MHE
! RB - Vertical Total Adjust t
‘ = CMP RS R ‘
| 20, 2'| Cwme = o F= egister :
. | kew !
1 Os l|Control ' DISPTMG
CE 'S :
K Vertical Sync P Rr7 | Vertical Sync
Width Counter{-16) cM Pasition Register
MR ¥
| [R12] Start Address
= Linear Addressc '—lR‘l Reai k—_—;
} CK Generator J ] 3] Registers
Cursor Start "
\
b————__—‘iﬁ 0 Raster Register
RQ,~RQ, Cursor Skew | X
i Comro!HComro” I CuDISP
vT J R11] Cursor End
Raster Register
| vs |
| N— A |
. [ 11 CMP IQ 2:; Cursor Registers :
i b = VSYNC
Interlace o a1 4 s |
RA, ~ C—J Control (a 2.2 .2 Z“L R8 Interlace & Skew l
RA, mi | Register — !
|
1 NIR16[ Light Pen = l
| “|R17| Registers i )
| ] |
h
Set
LPSTB—T o SYNC )
G
MA, ~MA,,

86

Figure 6 Internal Block Diagram of the CRTC
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HD6845R/HD6845S

W FUNCTION OF SiGNAL LINE
The CRTC provides 13 interface signals to MPU and 25 inter-
face signals to CRT display.

* Interface Signals to MPU
Bi-directional Data Bus (Do ~ D7)

1/0 Pin No. 33 ~26

Bi-directional data bus (Dg~ D7) are used for data transfer
between the CRTC and MPU. The data bus outputs are 3-state
buffers and remain the high-impedance state except when MPU
performs a CRTC read operation.

Read/Write (R/W)

Input Pin No. 22

Read/Write signal (R/W) controls the direction of data transfer
between the CRTC and MPU. When R/W is at_“High” level,
data of CRTC is transferred to MPU. When R/W is at “Low”
level, data of MPU is transferred to CRTC.

Chip Select (CS)

Input Pin No. 25

Chip Select signal {CS) is used to address the CRTC. When CS
is at “Low” level, it enables Read/Write operation to CRTC
internal registers. Normally this signal is derived from decoded
address signal of MPU under the condition that VMA of MPU is
at “High"” level.

Register Select (RS)

Input Pin No. 24

Register Select signal (RS) is used to select the address register
and 18 control registers of the CRTC. When RS isat “Low™ level,
the address register is selected and when RS is at “High™ level,
control registers are selected. This signal is normally a derivative
of the lowest bit (A0) of MPU address bus.

Enable (E)

Input Pin No. 23

Enable signal (E) is used as strobe signal in MPU Read/Write
operation with the CRTC internal registers. This signal is nor-
mally a derivative of the HD6800 System ¢, clock.

Reset (RES)

Pin No. 2

Input

Reset signal (RES) is an input signal used to reset the CRTC.
When RES is at “Low™ level, it forces the CRTC into the
following status.
1) All the counters in the CRTC are cleared and the device
stops the display operation.
2) All the outputs go down to “Low” level.
3) Control registers in the CRTC are not affected and remain
unchanged.
This signal is different from other HD6800 family LSIs in the
following functions and has restrictions for usage.
1) RES has capability of reset function only when LPSTB is at
“Low” level.
2) The CRTC starts the display operation immediately after
RES goes “High" level.

« Interface Signals to CRT Display Device
Character Clock (CLK)

Input

Pin No. 21

CLK is a standard clock input signal which defines character
timing for the CRTC display operation. CLK is normally derived
from the external high-speed dot timing logic.

Horizontal Sync (HSYNC)

Qutput

Pin No. 39

HSYNC is an active

*High™ level signal which provides hori-

zontal synchronization for display device.

Vertical Sync (VSYNC)

Output

Pin No. 40

VSYNC is an active “High” level signal which provides verti-
cal synchronization for display device.

Display Timing (DISPTMG)

Output

Pin No. 18

DISPTMG is an active “‘High™" level signal which defines the .
display period in horizontal and vertical raster scanning. It is
necessary to enable video signal only when DISPTMG is at

“High” level.

Refresh Memory Address (MAg ~MA3)

Output

Pin No. 4 ~ 17)

MAq ~MA 3 are refresh memory address signals which are
used to access to refresh memory is order to refresh the CRT
screen periodically. These outputs enables 16k words max. re-
fresh memory access. So, for instance, these are applicable up to
2000 characters/screen and 8-page system.

Raster Address (RAg

~RAy)

Output

Pin No. 38 ~34)

RA( ~ RA are raster address signals which are used to select
the raster of the character generator or graphic pattern generator

etc.

Cursor Display (CUDISP)

Output

Pin No. 19

CUDISP is an active “High” level video signal which is used
to display the cursor on the CRT screen. This output is inhibited
while DISPTMG is at “Low™ level. Normally this output is
mixed with video signal and provided to the CRT display device.

Light Pen Strobe (LPSTB)

Input Pin No. 3

LPSTB is an active

“High™ level input signal which accepts

strobe pulse detected by the light pen and controt circuit. When
this signal is activated, the refresh memory address
(MAg ~ MA |3) which are shown in Fig. 2 are stored in the 14-bit
light pen register. The stored refresh memory address need to be
corrected in software, taking the delay time of the display device,
light pen, and light pen control circuits into account.
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HD6845R/HD68455

® REGISTER DESCRIPTION

Table 1 internal Registers Assignment

_ Address .
Cs |RS Register Register Register Name Program Unit READ | WRITE Data Bit
4 3210 # 7
E,E
1 - - - NN
X Ix X X x X \&\\%\\:\\\ ‘
0 |0 [x X X X X AR | Address Register - X o
0 ;1]000O0CGDO RO Horizontal Total * Character X e}
[+} 1100 00 1 Rt Horizontal Displayed ; Character X o]
o |1]o00 1 0 Rz |porzontslSyne® | character - x o
Vertical-Raster,
o1 ]j0o0 011 R3 |Sync Width Horizontal- X o) wyvl| wv2 ! wyl ] wvO| wh3 | wh2| why | whO
Character | :
o] 1100 1 00 R4 Vertical Total * Line X [e] E
N
NN :
o |1|(co0 101 R5 | Vertical Total Adjust | Raster b o) \w |
TN i
.0 tio 0 1 1 0 R6 Vertical Displayed Line X o]
011001 1 1| Ry |Jertcasynct Line x o
L R .
0 1101 00 0| Re |interiace & Skew - | % o Q\\\\\\x\\\\i s
N R
0 [1]01 00 1| mro |NeximumRaster Raster [ox o ‘
01|01 010 R10 |Cursor Start Raster Raster X o) R
R
. R
0 {1]0 1 01 1| R |Cursor End Raster | Raster x e} *\\\\ . ‘
QR R
MR |
0|1 01t 0 0 RI2 Start AddressiH) - o] o \\\\\\ !
| H
041|011 01 R13 |Start Address{L) - o} O .. ] :
i
S T
0|1 |0o1 11 0| Ri14 |Cursor(H) - o o \\\\ !
01 (01111 R15 | Cursor (L) — Q s} ..
\‘\§ AN \§
o 1|1 000 0| Ri§ [LightPentH) - o x \\\\ !
¢ (1|1 0001 R17 |Light Pen(L) - o] X

[NOTE] 1. The Registers marked *: (Written Value) = {Specified Value] - 1
2. Written Value of R9 is mentioned below,
1 ﬁ_‘c::r::zﬂs'::ch:::;e} (Written Value) = (Specified Value) - 1
2) Interlace Sync & Video Mode
(Written Value) = (Specified Value} -2
3. €0 and C1 specify skew of CUDISP.
DO and D1 specity skew of DISPTMG.
When S is ’1", V specifies video mode. S specifies the Interlace Sync Mode.
. B specifies the cursor blink, P specifies the cursor blink period.
wvO~wv3 specify the pulse width of Vertical Sync Signal.
whO~wh3 specify the pulse width of Horizontal Sync Signal.
RO is ordinally programmed to be odd number in interlace mode,
O; Yes, x; No

~o os
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HD6845R/HD6845S

® FUNCTION OF INTERNAL REGISTERS Table 2 Pulse Width of Vertical Sync Signal
VSW
® Address Register (AR) . . Pulse Width

This is a S-bit register used to select 18 internal control 2 2 2 z
registers (RO~R17). Its contents are the address of one of 18 0 o 0 0 16H
internal control registers. Programming the data from 18 to 31 0 0 0 ) .
produces no results. Access to RO~R17 requires, first of all, to
write the address of corresponding control register into this 0 0 1 0 2
register. When RS and TS are at “Low™ level, this register is 0 0 1 1 3
selected. 0 1 0 0 4
® Horizontal Total Register {R0) 0 ! 0 1 5

This is a register used to program total number of horizontal 0 1 1 0 6
characters per line including the retrace period. The data is 8-bit 0 1 1 1 7
and its value should be programmed according to the specifi- 1 0 0 0 8
cation of the CRT. When M is total number of characters,M-1
shall be programmed to this register. When programming for 1 0 0 1 9
interlace mode, M must be even. 1 0 1 0 10

1 0 1 1 1
® Horizontal Displayed Register (R1) 1 1 0 0 12

This is a register used to program the number of horizontal
displayed characters per line. Data is 8-bit and any number that 1 1 0 1 13
is smaller than that of horizontal total characters can be 1 1 1 0 14
programmed. 1 1 1 1 15
® Horizontal Sync Position Register (R2) H; Raster period

This is a register used to program horizontal sync position as
multiples of the character clock period. Data is 8-bit and any
number that is lower than the horizontal total number can be Table 3 Pulse Width of Horizontal Sync Signal
programmed. When H is character number of horizontal Sync
Position, H-1 shall be programmed to this register. When pro- HSW !
grammed value of this register is increased, the display position 2 2 2! 2 Pulse Width
on the CRT screen is shifted to the left. When programmed
value is decreased, the position is shifted to the right. Therefore, 0 0 0 o — (Note}
the optimum horizontal position can be determined by this 0 o 0 1 1CH
value. 0 0 1 0 2
® Sync Width Register (R3)

This is a register used to program the horizontal sync pulse 0 0 1 1 3
width and the vertical sync pulse width. The horizontal sync 0 1 4] 0 4
pulse width is programmed in the lower 4-bit as multiples of the 0 1 0 1 5
character clock period. “0™ can’t be programmed. The vertical 0 1 1 0 6
sync pulse width is programmed in higher 4-bit as multiples
of the raster period. When “0” is programmed in higher 4-bit, 0 1 L 1 7
16 raster period (16H) is specified. 1 0 0 0 8
® Vertical Total Register (R4) ! 0 0 ! 9

This is a register used to program total number of lines per 1 0 1 Y 10
frame including vertical retrace period. The data is within 7-bit 1 0 1 1 1
and its value should be programmed according to the specifica- 1 1 0 0 12
tion of the CRTC. When N is total number of lines, N-1 shall 1 ) 0 1 13
be programmed to this register. . . . 0 1
@ Verticsl Total Adjust Register (R5) 1 t 1 1 15

This is a register used to program the optimum number to CH: Character clock period
adjust total number of rasters per field. This register enables to {Note}) HSW = 0" can’t be used.
decide the number of vertical deflection frequency more
strictly.

e Vertical Displayed Register (R6)

This is a register used to program the number of displayed
character rows on the CRT screen. Data is 7-bit and any number
that is smaller than that of vertical total characters can be
programmed.
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HD6845R/HD68455

® Vertical Sync Position Register (R7)

This is a register used to program the vertical sync position
on the screen as multiples of the horizontal character line peri-
od. Data is 7-bit and any number that is equal to or less than
vertical total characters can be programmed. When V is charac-
ter number of vertical sync position, V-1 shall be programmed
to this register. When programmed value of this register is in-
creased, the display position is shifted up. When programmed
value is decreased, the position is shifted down, Therefore, the
optimum vertical position may be determined by this value,

® |nterlace and Skew Register (R8)
This is a register used to program raster scan mode and skew
(delay) of CUDISP and DISPTMG.
Raster Scan Mode Program Bit (V, §)
Raster scan mode is programmed in the V, § bit.

Table 4 Raster Scan Mode (2', 2°)

\% S Raster Scan Mode
0 ¢] )
} Non-interlace Mode
1 0
0 1 Inter!ace Sync Mode
1 1 Interlace Sync & Video Mode

In the non-interlace mode, the rasters of even number
field and odd number field are scanned duplicatedly. In the
interlace sync mode, the rasters of odd number field are
scanned in the middle of even number field. Then it is
controlled to display the same character pattern in two
fields. In the interlace sync & video mode, the raster scan
method is the same as the interlace sync mode, but it is
controlled to display different character pattern in two field.

Skew Program Bit (C1, C0, D1, DO)

These are used to program the skew (delay) of CUDISP
and DISPTMG.

Skew of these two kinds of signals are programmed
separately.

Table 5 DISPTMG Skew Bit {25, 2%)

Skew function is used to delay the output timing of
CUDISP and DISPTMG in LSI for the time to access refresh
memory, character generator or pattern generator, and to
make the same phase with serial video signal.

e Maximum Raster Address Register (R9)*

This is a register used to program maximum raster address
within 5-bit. This register defines total number of rasters per
character including line space, This register is programmed as
follows.

Non-interlace Mode, Interlace Sync Mode

When total number of rasters is RN, RN-1 shall be pro-
grammed.

Interlace Sync & Video Mode

When total number of rasters is RN, RN-2 shall be pro-
grammed.

This manual defines total number of rasters in non-interlace
mode, interlace sync mode and interlace sync & video mode as
follows:

Non-interlace Mode
0 Total Number of Rasters:5
1 Programmed Value: Nr =4
y— The same as displayed )
3 total number of rasters
4

Raster Address

Interlace Sync Mode
- Total Number of Rasters5
-------------- 0 Programmed Vaiue: Nr=4
b In the interlace sync mode,
2 total number of rasters in
3
4

""""""" 2 both the even and odd fields
-------------- 3 is ten. On programming,
....... - 4 the half of it is defined as

Raster Address total number of rasters.

Interlace Sync & Video Mode
0 ——————  Total Number of Rasters:5
"""""" Programmed Value: Nr =3
Total number of rasters
displayed in the even field
and the odd field.

Raster Address

D1 DO DISPTMG e Cursor Start Raster Register (R10)
This is a register used to program the cursor start raster
0 0 Non-skew address by lower 5-bit (2°~2%) and the cursor display mode by
0 1 One-character skew higher 2-bit (2° , 2°).
1 0 Two-character skew
1 1 Non-output Table 7 Cursor Display Mode (2%, 2°)
B P Cursor Display Mode
0 0 Non-blink
0 1 Cursor Non-display
Table 6 CUDISP Sk it (27, 2¢
2ble & SkewBit (2, 2°) 1 0 Blink 16 Field Period
c co cyoise 1 1 Blink 32 Field Period
0 0 Non-skew
0 } One-character skew Blink Period
1 0 Two-character skew | light 1 dark _J
A - —
! ! Non-output 16 or 32 Field Period

*See Comparison of HD6845S and HD6845R on page 40.
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® Cursor End Raster Register (R11)
This is register used to program the cursor end raster address.

® Start Address Register (R12, R13)

These are used to program the first address of refresh
memory to read out.

Paging and scrolling is easily performed using this register.
This register can be read but the higher 2-bit (2%, 27) of R12 are
always “0”.

® Cursor Register (R14, R15)
These two read/write registers stores the cursor location. The
higher 2-bit (26, 27) of R14 are always “0”.

® Light Pen Register (R16, R17)

These read only registers are used to catch the detection
address of the light pen. The higher 2-bit (2%, 27) of R16 are
always “0”. Its value needs to be corrected by software because
there is time delay from address output of the CRTC to signal
input LPSTB 'pin of the CRTC in the process that raster is Iit
after address cutput and light pen detects it. Moreover, delay
time shown in Fig. 2 needs to be taken into account.

Restriction on Programming Internal Register

1) O<Nhd<Nht + | £256

2)0<Nvd<Nvt+1 $128

3) 0 £ Nhsp £ Nht

4) 0 £ Nvsp SNvt»

5) 0 ENCSTART S NCEND £ Nr (Non-interlace, Interlace sync
mode)
0 £NCSTART S NCEND & Nr + | (Interlace sync & video
mode)

6) 2 < Nr = 30 (Interlace Sync & Video mode)
7) 3 < Nht (Except non-interlace mode)
5 £ Nht (Non-interlace mode only)

* In the interlace mode, pulse width is changed % raster time when
vertical sync signal extends over two fields.

Notes for Use

The method of directly using the value programmed in the
internal registersof LSI for controlling the CRT is adopted.
Consequently, the display may flicker on the screen when the
contents of the registers are changed from bus side asynchro-
nously with the display operation.
Cursor Register

Writing into this register at frequent intervals for moving the
cursor should be performed during horizontal and vertical
retrace period.
Start Address Register

Writing into the start address register at frequent intervals for
scrolling and paging should be performed during horizontal and
vertical display pericd.

1t is desirable to avoid programming other registers during
display operation.

® OPERATION OF THE CRTC

® Time Chart of CRT Interface Signals

The following example shows the display operation in which
values of Table 8 are programmed to the CRTC internal
registers. Fig. 7 shows the CRT screen format. Fig. 10 shows the
time chart of signals output from the CRTC.

/— Number of Horizontal Total Characters (Nht + H'——'———ﬁ

,——— Number of Horizonta! Displayed Characters {Nhd) —

[ 1S EES : —
F—.{ EAg;B;gC:— = == : ﬁ,} Line
. +
s 5 Horizontal
z z Retrace
. . ¥ Period
e & L]
3 §| 2
< 5 a
. = —
§ 9| 8.
i 3| 3%
‘E 84 Sz9
§ E ] E Display Period
< -
€ 23
S| E5
z Se
° Z0
2
€
F |

Vertical Retrace Period

Vertical fotal Adjust {Nadj)

Figure 7 CRT Screen Format
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Table 8 Programmed Values into the Registers

Register Register Name Value Register Register Name Value
RO Horizontal Total Nht R9 Max Raster Address Nr
R1 Horizontal Displayed Nhd R10 Cursor Start Raster
R2 Horizontal Sync Position Nhsp R11 Cursor End Raster
R3 Sync Width Nvsw, Nhsw R12 Start Address (H) 0
R4 Vertical Total Nvt R13 Start Address (L} 0
RS Vertical Total Adjust Nadj R14 Cursor (H)

R6 Vertical Displayed Nvd R15 Cursor {L)
R7 Vertical Sync Position Nvsp R16 Light Pen (H)
R8 Interlace & Skew R17 Light Pen {L)

[NOTE] Nhd<Nht, Nvd<Nwvt

The relation between vaiues of Refresh Memory Address
(MA,~MA ;3 ) and Raster Address (RAp~RA,) and the display
position on the screen is shown in Fig. 16. Fig. 16 shows the
case where the value of Start Address is 0.

@ [nterlace Control
Fig. 8 shows an example where the same character is
displayed in the non-interlace mode, interlace sync mode, and
interlace sync & video mode.
Non-interlace Mode Control

Non-interlace Mode

0 N
I SR o -1
- - --&--3
40— o
Lo @00 095
B S - S )
o3 %,
A B
O S —— -0 1 3
2—&

S B--i---—---®--3
4

s—ir e-0-0-8-0-0--5
N S o -
T SPp—— ;;
A

Interiace Sync & Video Mode

{Tota! number of rasters in a line is even )

line #Q

line #1

In non-interlace mode, each field 1s scanned duplicatedly.
The values of raster addresses (RAy~RA,) are counted up one
from 0.

Interlace Sync Mode Control

In the interlace sync mode, raster addressed in the even field
and the odd field are the same as addressed in the non-interlace
mode. One character pattern is displayed mutually and its dis-
played position in the odd field is set at 1/2 raster space down
from that in the even field.

4]
1”;"'“""";’0
@l @1
2 O
B 9--2
- 3
e _-- y -
2 <
533 e s s s "
G—-u-‘-o—o»o-o-»«s
N SR
. 6
B R il Sk
8--0 ---------- ---8
9——0 °--9
A -
S Y
B
________________ B
Interlace Sync Mode
0 -
B St =t
i- ----------- ©--3
-9-9-0-0-6-0-9--5 |line ¥p
6 —o
8 7
A 9
1
3— - - - Q-
5000008  |line 1
S EEaans B
@ mm @ 8
9 ¢ -
A A Y

interlace Sync & Video Mode
(Total number of rasters in a line is odd .}

Figure 8 Example of Raster Scan Display
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Interlace Sync & Video Mode Control
In interlace sync & video mode, the output raster address

when the number of rasters is even is different from that when 0 0

the number of rasters is odd. 1 1
Table 9 The Qutput of Raster Address in 2 2
Interlace Sync & Video Mode i :
Totaf Field . . 5 5
Number of Even Field 0dd Field 6 6
Rasters in a Line 7 7
Even Even Address Odd Address 8 8
odd Even Line* Even Address Odd Address 9 9
Odd Line* Odd Address Even Address W1 T T T 0

* Internal line address begins from 0. Cursor Start Address = & Cursor Start Address = 9

Cursor End Address = 9 Cursor End Address = 10

1) Total number of rasters in a line is even,

When number of rasters is programmed to be even, even
raster address is output in the even field and odd raster address
is output in the odd field.

2) Total number of rasters in a line is odd;

When total number of rasters is programmed to be odd, odd
and even addresses are reversed according to the odd and even
lines in each field. In this case, the difference in numbers of dots
displayed between even field and odd field is usually smaller the
case of 1). Then interlace can be displayed more stably.
[NOTE] The wide disparity of dots between number of dots

between even field and odd field influences beam
current of CRT. CRT, which has a stable high-voltage
part, can make interlace display normal. On the con-
trary, CRT, which has unstable high-voltage part, Cursor Start Address = 1

moves deflection angle of beam current and also dots Cursor End Address = &

displayed in the even and odd fields may be shifted.

Characters appears distroting on a border of the Figure 9 Cursor Control
screen. So 2) programming has an effect to decrease

such evil influences as mentioned above. Fig. 13

shows fine chart in each mode when interlace is

performed.

O WP wN—-OQ

-
[=]

® Cursor Control

Fig. 9 shows the display patterns where each value is
programmed to the cursor start raster register and the cursor
end raster register. Programmed values to the cursor start raster
register and the cursor end raster register need to be under the

following condition.
Cursor Start Raster Register < Cursor End Raster Register €

Maximum Raster Address Register.
Time chart of CUDISP is shown in Fig. 14 and Fig. 15.
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Vaertical Retrace Period

Vertical Display Period

RA,~RA,

ol 1 2] 3]

{nfl o] v [ 2]3]

InT o] v 2] 3}

Line

1 Nvd

EaY Vi U U kit ¥ e ¥ Vi s Vs bt U

Figure 11 Switching from Vertical Display Period over to Vertical Retrace Period (Expansion of Fig. 10— )

Vertical Display Period

Vertical Retrace Period
Fine Adjustment Period of

| Tod cnd- T | ,
RA~RA, o] 1] 2] Inl o] Jagil] 01 1 ] 2] Twe ] 0] 1121
Line Nwt L 0 1
DISPTMG ] U U U U U U U U U U U L

Figure 12 Fine Adjustment Period of Frame in Vertical Display
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& How to Use the CRTC

® [nterface to MPU

As shown in Fig, 17, the CRTC is connected with the stand-
ard bus of MPU to control the data transfer between them. The
CRTC address is determined by TS and RS, and the Read/Write
operation is controlled by R/W and E. When CS is “Low”
and RS is also “Low™, the CRTC address register is selected.
When CS is “Low” and RS is “High™, one of 18 internal regis-

ters is selected.

RES is the system reset signal. When RES becomes “Low™,
the CRTC internal control logic is reset. But internal registers
shown in Table | (RO~R17) are not affected by RES and rema-
in unchanged.

The CRTC is designed so as to provide an interface to micro-
computers, but adding some external circuits enables an inter-
face 1o other data sources,

Ao ~ Ais

RS

A
. IDECO-l o TS
VMA ER Cs

RIW RIW
HDE800 CRTC
MPU €
Do ~ D7 [ ™ D,~D,

RES p- 9 RES
System ¢, clock
ES

Figure 17 Interface to MPU

¢ Dot Timing Generating Circuit

CRTC’s CLK input (21 pin) is provided with CLK which
defines horizontal character time period from the outside.
This CLK is generated by dot counter shown in Fig. 18. Fig.
18 shows a example of circuit where horizontal dot number
of the character is 9. Fig. 19 shows the operation time chart

9-Counter (HD74163)

MR
osc cp
Q, q, @, q

v

p——— LOAD P/S REG-N

of dot counter shown in Fig. 18. As this example shows ex-
plicitly, CLK is at “Low” level in the former half of horizontal
character time and at “‘High™ level in the latter half, Jt is neces-
sary to be careful so as not to mistake this polarity.

to P/S SHIFT
REGISTER

DOTCP-P

CHCP—P to CRTC (CLK)

Figure 18 Example of Dot Counter
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o L4 ] I l J L__ I L
a@— 1 |
a, [

LOAD P/S REG-N ]

CHCP—P (CLK} J

One Horizontal
Character Time

Figure 19 Time Chart of Dot Counter

® INTERFACE TO DISPLAY CONTROL UNIT

Fig. 20 shows the interface between the CRTC and display
control unit. Display control unit is mainly composed of
Refresh Memory, Character Generator, and Video Control
circuit. For refresh memory, 14 Memory Address line
(0~16383) max are provided and for character generator, §
Raster Address line (0~31) max are provided. For video control
circuit, DISPTMG, CUDISP, HSYNC, and VSYNC are sent
out. DISPTMG is used to control the blank period of video
signal. CUDISP is used as video signal to display the cursor on
the CRT screen. Moreover, HSYNC and VSYNC are used as
drive signals respectively for CRT horizontal and vertical deflec-
tion circuits.

Outputs from video control circuit, (video signals and sync
signals) are provided to CRT display unit to control the
deflection and brightness of CRT, thus characters are displayed
on the screen.

Fig. 21 shows detailed block diagram of display control unit.
This shows how to use CUDISP and DISPTMG. CUDISP and
DISPTMG should be used being latched at least one time
at external flip-Nlop F! and F2. Flip-flop F1 and F2 function
to make one-character delay time so as tc synchronize them
with video signal from parallel-serial converter. High-speed
D type flip-flop as TTL is used for this purpose. After being
delayed at FI and F2 DISPTMG is AND-ed with character
video signa!, and CUDISP is Or-ed with output from AND
gate. By using this circuitry, blanking of hurizontal and vertical
retrace time is controlled. And cursor video is mixed with
character video signal.

Fig. 21 shows the example in the case that both refresh
memory and Character Generator can be accessed for horizontal
one character time. Time chart for this case is shown in Fig. 24.
This method is used when a few character needed to be dis-
played in horizontal direction on the screen.
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14 max N Refresh
MA v Memory
LS4
RA 5 max Character
CRTC v Generator
hvJ
DISPTMG
CUDISP Video
. Signais
HSYNC Video Control Sync
Signals
V8Y
CLK SYNC o o
Figure 20 Interface to Display Contro! Unit
F1
CUDISP
S Q
CHCP-N
F2
DISPTMG
0 a

CRTC . ' VIDEO

MA Retresh +] Character
v Memory Generator
RA j]
CLK
CHCP-P

DOT COUNTER

Figure 21 Display Contro! Unit {1}
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When many characters are displayed in horizontal direction
on the screen, and horizontal one-character time is so short
that both refresh memory and Character Generator cannot be
accessed, the circuitry shown in Fig. 22 should be used. In this
case refresh memory output shall be latched and Character
Generator shall be accessed at the next cycle. The time chart
in this case is shown in Fig. 25. CUDISP and DISPTMG should
be provided after being delayed by one-character time by using
skew bit of interlace & skew register (R8), Moreover, when

there are some troubles about delay time of MA during hori-
zontal one-character time on high-speed display operation,
system shown in Fig. 23 is adopted. The time chart in this case
is shown in Fig. 26. Character video signal is delayed for two-
character time because each MA outputs and refresh memory
outputs are laiched, and they are made 1o be in phase with
CUDISP and DISPTMG by delaying for two-character time.
Table 10 shows the circuitry selection standard of display units.

Table 10 Circuitry Standard of Display Control Unit

Block lnteréa_cep& Skew Begister
Case Relation among tcyy Refresh Memory and Character Generator Diagram L L Iogramming
c1 co D1 Do
1 tcn > RM Access + CG Access + tyap Fig. 21 0 0 0
2 RM Access + CG Access + tyap 2 ten - RM Access + tyap Fig. 22 0 1 0 1
3 RM Access + tyap 2 tew > RM Access Fig. 23 1 0 1 0

ten : CHCP Period; tpyap @ MA Delay
RM: Refresh Memory CG: Character Generator

F1
CuUDIsP D a
CHCP-N T
F2
DISPTMG )
T
CRTC — VIDEQ
L
MA » Refresh 7T »J Character .
d Memory v ﬁ V] Generator v
L(1H
k.4
RA ﬂ‘
CLK
[
CHCP-#
DOT COUNTER
Figure 22 Display Control Unit (2)
o F1
CUDIS 5 0
CHCP-N T
DISPTMG F2
D Q
4T
CRTC ?E; VIDEQ
LA
MA Fri4 R Retresh Character N
ad T v Memory Generator s
'H
(2)
L.
RA 1T
CLK

CHCPP

DOT COUNTER

Figure 23 Display Control Unit {(For high-speed display operation) {3}
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CHCP-P———‘ ] | ‘ | [ ]
MA X 0 X 1 X 2 X 3 X N ¢

DISPTMG \ <
CUDISP \ /T \

F2-Q s

| N—

m; D1 G D 1 S, YD 111 I
:D&WLW T WX XX s XK
CRT Display Y XYY Y)

Figure 24 Time Chart of Display Control Unit (1)

CHCPP _";/—_\ / \ / \__/_\___/—_‘
MA X 0 X 1 X 2 X 3 X 4

DISPTMG Jr‘-"“--"—‘

One-Characterj - e —
CUDISP ~ Skew Yl B T\
F2-Q \ —

F1-Q

><(

|

A ur

~
LatcH () X (- 0 X 1 D G & 3 )
P
cGouT ) S GERD ( X_o/ X X[ X X2 X X3

VIDEO \\F

CRT Displey (T XYY T

Figure 25 Time Chart of Disptay Control Unit (2)
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A
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MA X 30 X+ X l2 Xz X C : —
DISPTMG : \ ‘r-]— _____________ 7 1 ‘ j
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i
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! \ Il
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LATCH() | X * 0 Y ! )( 2 X 3 :x 4 I
csour "X OO0 XX

CRT Display

Figure 26 Time Chart of Display Unit (3)

Table 10A Parameter of Display

Specification of CRT monitor Display Configurations CRTC Internal Register
Character Dot Size (Horizontal) O External Circuit
Character Dot Size (Vertical) @] R9
Horizontal Total O RO
Horizontal Displayed A @] R1
Horizontal Sync Position O R2
Horizontal Sync Width O R3
Vertical Total O R4
Vertical Displayed I\ G R6
Vertical Sync Width o] F3
Interface mode O R8
Skew A O R8
Cursor Size O R10, R110
Start Address O R12, R13
Cursor Address o R14, F15

A This parameter is decided by specification of CRT monitor.
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104 Hitachi America, Ltd. e Hitachi Plaza e 2000 Sierra Point Pkwy.  Brisbane, CA 94005-1819 » (415) 589-8300




HD6845R/HD6845S

® HOW TO DECIDE PARAMETERS SET ON THE CRTC

® How to Decide Parameters Based on Specification of CRT
Display Unit (Monitor)
Number of Horizontal Total Characters
Horizontal defiection frequency fh is given by specification
of CRT display unit. Number of horizontal total characters is
determined by the following equation.

1

fh:_.,.._.._.._
tc (Nht +1)

where,
tc : Cycle Time of CLK (Character Clock)
Nht : Programmed Value of Horizontal Total Register
(RO)
Number of Vertical Total Characters
Vertical deflection frequency is given by specification of
CRT display unit. Number of vertical Total characters is
determined by the following equation.
1} Non-interlace Mode
Rt=(Nvt+ 1)(Nr+ 1)+ Nadj
2) Interlace Sync Mode
Rt={Nvt+ 1)(Nr+ 1)+ Nadj+05
3) Interlace Sync & Video Mode

Horizontal Sync Position

As shown in Fig. 27, horizontal sync position is normally
selected to be in the middle of horizontal retrace period. But
there are some cases where is optimum sync position is not
located in the middle of horizontal retrace period according to
specification of CRT. Therefore, horizontal sync position
should be determined by specification of CRT. Horizontal sync
pulse position is programmed in unit of horizontal character
time.

r- H —a]
DISPTMG b
I—— Horizontah _+— Hor.ron|a|—-—¥.~— Hor zontal —4|
Oty Panod Ratrace Pariod Cnptay Period [
L n

HSYNC

Figure 27 Time Chart of HSYNC

Vertical Sync Pulse Width

Vertical*Sync Pulse Width is programmed to high order 4-bit
of vertical sync pulse width register (R3) in unit of raster
period. Programmed value can be selected within from 1 to 16.

Vertical

(Nvi+ 1) (Nr + 2).+ 2Nadj
Rt= =

(Nvt + 1) (Nr + 2) + 2Nadj +i
Rt = 3

(a) is applied when both total numbers of vertical characters
{Nvt + 1) and that of rasters in a line (Nr + 2) are odd.

(b) is applied when total number of rasters (Nr + 2) is even, or
when (Nr + 2) is odd and total number of vertical characters
(Nvt + 1) is even.

where,

Rt . Number of Total Rasters per frame
{Including retrace period)

Nvt : Programmed Value of Vertical Total
Register (R4)

Nr : Programmed Value of Maximum Raster
Address Register (R9)

Nadj : Programmed Value of Vertical Total Adjust
Register (R5)

Horizontat Sync Pulse Width

Horizontal sync pulse width is programmed to low order
4-bit of horizontal sync width register (R3) in unit of horizontal
character time. Programmed value can be selected within from 1
to 15.

Vertical Sync Position

As shown in Fig. 28, vertical sync position is normally
selected to be in the middle of vertical retrace period. But there
are some cases where its optimum sync position is not located in
the middle of vertical retrace period according to specification
of CRT. Therefore, vertical sync position should be determined
by specification of CRT. Vertical sync pulse position is pro-
grammed to vertical sync position register (R7) in unit of line
period.

® How to Decide Parameters Based on Screen Format
Dot Number of Characters (Horizontat}

Dot number of characters (horizontal) is determined by
character font and character space. An example is shown in Fig,
29. More strictly, dot number of characters (horizontal) N is
determined by externa! N-counter. Character space is set by
means shown in Fig. 30.

Dot Number of Characters (Vertical)

Dot number of characters (vertical) is determined by
characters font and line space. An example is shown in Fig. 29.
Dot number of characters (vertical) is programmed to maxirum
raster address (R9) of CRTC.

Vertical

Vertical
Display Period Retrace Period Display Period

‘o
b

DISPTMG—I I

{ Frame

VSYNC

L. T IrrT T

N

Nn

Figure 28 Time Chart of VSYNC
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Don Number of

l———Horizontal Character "
aracter
Character Font Space

Dot Number of Morizontal Characters 10
Dot Number of Vertical Characters 13
7Xx8 Character generator is used.

Figure 29 Dot Number of Horizontal and Vertical Characters

Character Font

\

o oo 900

® ]

® ]

® ®

[ JE K 2K

® ®

] ]

LI I 3L

L

s,,i,.‘FLHIHHRHJ

Figure 30 How to Make Character Space
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Number of Horizontal Displayed Characters

Number of horizontal displayed characters is programmed to
horizontal displayed register (R1) of the CRTC. Programmed
value is based on screen format. Horizontal display period,
which is given by specification of horizontal deflection fre-
quency and horizontal retrace period of CRT display unit,
determines horizontal character time, being divided by number
of horizontal displayed characters. Moreover, its cycle time and
access time which are necessary for CRT display system are
determined by horizontal character time.
Number of Vertical Displayed Characters

Number of vertical displayed characters is programmed to
vertical displayed register (R6). Programmed value is based on
screen format. As specification of vertical deflection frequency
of CRT determines number of total rasters (Rt) including verti-

Horizontal Deflection Period (1} = -"h_

cal retrace period and the relation between number of vertical
displayed character and total number of rasters on a screen is
as mentioned above, CRT which is suitable for desired screen
format should be selected.

For optimum screen format, it is necessary to adjust number
of rasters per line, number of vertical displayed characters, and
total adjust raster (Nadj) within specification of vertical
deflection frequency.

Scan Mode

The CRTC can program three-scan modes shown in Table 11
to interlace mode register (R8). An examp!: of character display
in each scan mode is shown in Fig. 8.

.|

Horizontal Display Period | Horizontal Retrace Period _J.

!

[ — 4 & 4 4 - |

Ll T L T s T -
N

A S
Number of Horizontal Displayed Characters

tc

L Horizontal Character Time =

Horizontal Display Period

Number of Horizontal Displayed Characters

Figure 31 Number of Horizontal Displayed Characters

Table 11 Program of Scan Mode

Scan Mode Main Usage
0 0 . Normal Display of Characters
Non-interlace .
1 0 & Figures
Fine Displ f Ch t
0 1 Interlace Sync m? splay o aracters
& Figures
Display of Many Characters
1 1 Interlace Sync & Fi ih .
& Video . igures Wl.t out Using
High-resolution CRT
[NOTE] In the interlace mode, the number of times per

sec. in raster scanning on one spot on the screen
is half as many as that in non-interlace mode.
Therefore, when persistence of luminescence is
short, flickering may happen. It is necessary to
seect optimum scan mode for the system, taking
characteristics of CRT, raster scan speed, and
number of displayed characters and figures into
account.

Cursor Display Method
Cursor start raster register and cursor end raster register

(R10, R11) enable programming the display modes shown in
Table 7 and display patterns shown in Fig. 9, Therefore, it is
possible to change the method of cursor display dynamically
according to the system conditions as well as to realize the
cursor display that meets the system requirements.
Start Address

Start address resisters (R12. R13) give an offset to the
address of refresh memory to read out. This enables paging and
scrolling easily.
Cursor Register

Cursor registers (R14, R15) enable programming the cursor
display position on the screen. As for cursor address. it is not X,
Y address but linear address that is programmed.

8 Applications of the CRTC

® Monochrome Character Display

Fig. 32 shows a system of monochrome character display.
Character clock signal (CLK) is provided to the CRTC through
0SC and dot counter. It is used as basic clock which drives
internal control circuits. MPU is connected with the CRTC by
standard bus and controls the CRTC initialization and read/
write of internal registers.

Refresh memory is composed of RAM which has capacity of
one frame at least and the data to be displayed is coded and
stored. The data to refresh memory is changed through MPU

O HITACHI
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MPU

CLK

DOT
0sC COUNTER

CRTC

DISPTMG

MULTIPLEXER

US DRIVER

REFRESH
MEMORY
{RAM)

|

CHARACTER
GENERATOR

VIDEQ
SYNC

SIGNAL [ o °

VIDEO

CONTROL

Figure 32 Monochrome Character Display

bus, while refresh memory is read out successively by the CRTC
to display a static pattern on the screen. Refresh memory is
accessed by both MPU and the CRTC, so it needs to change its
address selectively by multiplexer, The CRTC has 14 MA
(Memory Address output), but in fact some of them that are
needed are used according to capacity of refresh memory.

Code output of refresh memory is provided to character
generator. Character generator generates a dot pattern of a
specified raster of a specified character in paraliel according to
code output from refresh memory and RA (Raster Address
output) from the CRTC. Parallelserial converter is normalty
composed of shift register to convert output of character
generator into a serial dot pattern. Moreover, DISPTMG,

CUDISP, HSYNC, and VSYNC are provided to video control
circuit. 1t controls blanking for output of parallel-serial con-
verter, mixes these signals with cursor video signal, and gene-
rates sync signals for an interface to monitor.

@ Color Character Display

Fig. 33 shows a system of color character display. In this
example, a 3-bit color control bit (R, G, B) is added to refresh
memory in parallel with character code and provided to video
control circuit. Video control circuit controls coloring as well
as blanking and provides three primary color video signals (R,
G. B signals) to CRT display device to display characters in
seven kinds of color on the screen.

G HITACHI
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>A15‘Aa

MPU

K, 5D,~0,

MA

LA 1 4

DoT | ciLk Fﬂuuwu&xsﬂ BUS omvsn'
0sc COUN- v
TER
Configuration of the Refresh Memory
REFRESH A
MEMORY Blink
(RAM) Color 8 bit Data {1 word)
[[~[sfe] TITTITT]
——
I%_—W High order Low order
RA
———— CHARACTER
CRTC GENERATOR
COLOR BIT (R, G, B}

DISPTMG R. VIDEQ
CuUDISP G. VIDEO D

HSYNC VIDEO CONTROL B. VIDEO
o o
VSYNC
SYNC SIGNAL
Figure 33 Color Character Display
® Color limited Graphic Display coded output of refresh memory.

Limited graphic display is to display simple figures as well as In this example, graphic pattern generator adopts ROM, so
character display by combination of picture element which only the combination of picture elements which are program-
are defined in unit ot one character. med to it is used for this graphic display system. Adopting RAM

As shown in Fig. 34, graphic pattern generator is set up in instead of ROM enables dynamically writable symbols in any
parallel with character generator and output of these gener- combination on one display by changing the contents of them.

ators are wire-ORed. Which generator is accessed depends on
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>A15~Ao
MPU
K- == D,~D,
4
par CLK Da?\fER
COUN-
TER
REFRESH
MEMORY
(RAM)

0SC i\[
T Y

RA
RA bHARACTER *IGRAPHIC
CRTC —GENERATOR[ AT TERN oA

H COLOR BIT (R, G, B}

AV

DISPTMG R. VIDEQ

CUDISP G. VIDEO [j
TROL

HSYNC VIDEO CONTRO B. VIDEO

o L+]

VSYNC

SYNC SIGNAL

Figure 34 Color Limited Graphic Display
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¢ Monochrome Full Graphic Display refresh memory is dot memory that stores all the dot pattems,

Fig. 35 shows a system of monochrome full graphic display. so its output is directly provided to parallelserial converter to
While simple graphic display is figure display by combination of be displayed. Dot memory address to refresh the screen is set
picture elements in unit of 1 picture elements, full graphic dis- up by combination of MA and RA of CRTC.

play is display of any figures in unit of 1 dot. In this case,

J‘> A ~A,
MPU
K— ?ﬂ D.~D,
d
DOT CLK BUS DRIVER
0sC COUN- Y
TER

DOT MEMORY
CRTC (RAM)

DISPTMG VIDEO
‘ l VIDEO SYNC

HSYNC CONTROL SIGNAL

VSYNC

Figure 35 Monochrome Full Graphic Display
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Fig. 36 shows an example of access to refresh memory tween dot on the CRT screen and refresh memory address is
by combination of MA and RA. Fig. 36 shows a refresh memory shown in Fig. 37.
address method for full graphic display. Correspondence be.

RA,
RA,
RA,
MA, ma,,
CRTC MA. o
MA, ma,,
MA, ma,
MA ma,
m:' ma, Retfresh Memory
3 ma, Address
MA ma,
MA! ma,
MA ma,
] ma,
ma,
mao
Figure 36 Refresh Memory Address Method for Full Graphic Display
32 Characters x 8 dots = 256 dots
P 1 byte {B-bit)
JINC 1N 3
32 33 63
8 rasters 54 55 9
. 96 97 127
(1 line) T - ;
224 225 255
24 lines I : ;
x 8 rasters , )
= 192 rasters . . X
6112 6113 6148

* Vaiue of ma

Figure 37 Memory Address and Dot Display Position on the Screen for Full Graphic Display
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® Color Full Graphic Display their output is provided to three parallelserial converters. Then

Fig. 38 shows a system of color full graphic display by 7- video control circuit adds the blanking control to output of
color display. Refresh memory is composed of three dot these converters and provides it to CRT display device as ted,
memories which are respectively used for red, green, and blue. green, and blue video signals with sync signals.

These dot memories are read out in parallel at one time and

> A 15 ~A,
MPU
K = T; > 0.~D,
MA BUS 5US BUS
0OT  |ciLk oriver| |omiver] |oRiver
osc COUN- ™ < -
TER
JL d

MULTIPLEXER

R

DOT
MEMORY (RAM)

CRTC

S 1

RED VIDEO
GREEN
DISPTMG VIDEO VIDEQ
S BLUE
Y
HSYNC CONTROL VIDEQ ° °
VSYNC
SYNC SIGNAL

Figure 38 Color Full Graphic Display
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HD6845S
CRTC

RA; C

RA; B8

RAo A Ya CS(IC4}

Y2 CSs(Cs)

A LS138 v, CS(IC2)
MA:: Yo cs(Cy)
MA
MA1o To maio
MAg mas
MAs mas
MA; mar
MAg mas
MAg mas
MA, ma4
MA3 mas
MA; maz
MA, mas
MAo mao

Figure 38-A Refresh Memory Address Method for Full Graphic Display

0 1 38 39
( ( { {
4 RASTER ) ¥ J &
(1 ROW)
0 1 38 39
40 41 78 79
{ ( { {
H ] M) J
40 41 78 79
: : : ! :
! ! | : :
: - : ! !
: : [ [ !
] t i ]
| ' | : :
! i : ! !
t : ! i 1
1 ' ] 1 ]
I | : ! :
50 COLUMN 1960 1999

Figure 38-B Memory Address and Dot Display Position on the Screen for Full Graphic Display
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@ Cluster Controt of CRT Display circuit separately, but these are controll
The CRTC enables cluster control that is to control CRT CRTC. controlled together by the

display of plural devices by one CRTC. Fig. 39 shows a system In this system, it is possible for plural CRT display devices to
of cluster control. Each display control unit has refresh memory, have their own display separately.
character generatot, parallelserial converter, and video control

FaN

MEMORY
CRT
#n

REFRESH

#n
CHARACTER
GENERATOR

VIDEQ
CONTROL

=

)
3

cRTC RA CHARACTER | | CHARACTER
= CENERATOR | GENERATOR

REFRESH

MEMORY

#2

VIDEO

CONTROL
CRT
#2

DISPTMG
CUDISP
HSYNC
VSYNC

Figure 39 Cluster Control by the CRTC

REF
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CONTROL
CRT
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. ][
BUS
MULTIPLEXER DRIVER
EFRESH
MEMORY

#1

CEEEIsl: H3d44N3

AI‘!“’AO
D,~0,

<
MA
VH

MPU
DOT
COUN-
TER

0sC
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8 EXAMPLES OF APPLIED CIRCUIT OF THE CRTC Table 12. Moreover, specification of CRT display unit is shown
Fig. 41 shows an example of application of the CRTC to in Table 13 and inijtializing values for the CRTC are shown in
monochrome character display. Its specification is shown in Table 14.

Table 12 Specification of Applied Circuit

Item Specification
Character Format 5 x 7 Dot
Character Space Horizontal : 3 Dot Vertical : 5 Dot
One Character Time 1 us
Number of Displayed Characters 40 characters x 16 lines = 640 characters
Access Method to Refresh Memory Snychronous Method (DISPTMG Read)
Refresh Memory 6408

2]5 214 .213 212 211 2[0 29 28 2‘7 26 25 24 23 22 2] 20

Refresh . - . - - - * - » *
MemoryOOOOOO
CRTC
Address Map Address 0 0 0 1 0 0 > x » x > « « = > @
Register
CRTC
Control g o o 1 0 0 ¢ . . « N A - 1
Register
x ---don'tcare, *-.-Qor 1
Synchronization Method HVSYNC Methed

Table 13 Specification of Character Display

Item Specification
Scan Mode Non-interlace
Horizontal Deflection Frequency 15.625 kHz
Vertical Deflection Frequency 60.1 Hz
Dot Frequency 8 MH:z
) Character Dot {(Horizontal x Vertical} B < 12 (Character Font 5 x 7}
Number of Displayed Characters (Row » Line) 40 x 16
HSYNC Width 4 us
VSYNC Width 3H : N
Cursor Display Raster 9~ 10, BTr;; ?6 Field Perio?ﬁ B
Paging, Scrolling Not used
@O HITACHI
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Tabie 14 Initializing Values for Character Display

Register Name Symbol '":;f':éai\ﬁ;rf
RO Horizontal Total Nht 3F 163)
R1 Horizontal Displayed Nhd 28 {40)
R2 Horizontal Sync Position Nhsp 34 {52)
R3 Sync Width Nvsw, Nhsw 34
R4 Vertical Total Nvt 14 {20)
RS Vertical Total Adjust Nadj 08 { 8)
R6 Vertical Displayed Nvd 10 (16)
R7 Vertical Sync Position Nvsp 13 (19)
R8 Interlace & Skew 00
Rg Maximum Raster Address Nr 08 (11)
R10 Cursor Start Raster B, P, NcSTART 49
RH1 Cursor End Raster NcenD 0A (10}
R12 Start Address {H) 00 { 0)
R13 Start Address (L) 00 {0
14 Cursor (H) 00 ( 0)
R15 Cursor (L) 00 (0

te tus

‘01234567‘01234567 01234567

0 RO ()= O

Figure 40 Non-interlace Display (Example)
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